








GLASS FIBRE FILTER : FG

ORRPSES
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Size (nominal) £ each
12" x 12" x 2" (292x292x45) 3.08
18" x 18" x 2" (445x445x45) 3.53
24" x 24" x 2" (594x594x45) 5.11

Other sizes available - please ask

This is a disposable panel filter.

Application: General heating and
air-conditioning.
As a pre-filter to bag filters.

Application: General heating and air-

conditioning.
As a pre-filter to bag filters.

Frame: Card

Retaining face: Card

Media: Spun glass fibre which is graded
and is oil impregnated.

PLEATED FILTER : FV

Size (nominal) £ each
12" x 12" x 2" (292x292x45) 5.98
18" x 18" x 2" (445x445x45) 7.41
24" x 24" x 2" (594x594x45) | 10.50

Other sizes available - please ask

This is a disposable panel filter.

Frame: Card

Retaining face: Card

Media: 100.% Thermally Bonded Polyester

BAFFLE FILTER : GFBS

Application: Extraction canopies in commercial catering and food
preparation establishments.

This is a stainless steel baffle filter.

Construction: All stainless steel rolled channel with safety edge
Drain holes punched to lower leading edge c/w handles

GREASE FILTER : GFS

Application: Extraction canopies in commercial catering and food
preparation establishments.

This is a mesh grease filter.
Construction: Quter frame: Aluminium section with safety edge.

Inner mesh: Galvanised steel
Drain holes punched to lower leading edge c/w handles

All prices exclude VAT and Delivery. We reserve the right to alter price and specification without prior notice. The Duct Shop - Issue 10
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D | All-metal casing made from robust steel
finished in high resist epoxy paint.

impellor.

—l aerodynamic performance of the

‘ el - [° Impellers single inlet backward curved
' ! type. Highly efficient, maintenance free
A'”"’-’ 2al.o8 o8 external rotor motors, matched
v | > i
| 4

Waterproofed to IP44 and suitable for speed control and working temperatures of up to 50 °C. Electrical
connection by an IP54 terminal box fitted onto casing.

SJ100A [ 2000 | 0.056 | 0.053 | 0.051 [ 0.049

0.045 | 0.04 | 0.033 | 0.024 | 0.009 -

SJ100B [ 2400 [ 0.066 [ 0.065 [ 0.062 [ 0.06

0.058 | 0.052 | 0.045 | 0.032 | 0.019 -

SJ125A [ 1700 | 0.072 | 0.068 | 0.063 [ 0.059

0.054 | 0.044 | 0.034 | 0.022 | 0.008 -

SJ125B [ 2350 | 0.093 | 0.088 | 0.081 [ 0.075

0.07 | 0.058 | 0.045 | 0.031 | 0.013 =

SJ150 2350 | 0.102 [ 0.094 | 0.089 | 0.082

0.075 | 0.06 | 0.043 | 0.023 - -

SJ160 2350 | 0.112 | 0.104 [ 0.097 | 0.09

0.082 | 0.063 | 0.05 | 0.032 2 =

SJ200A [ 2400 | 0.17 | 0.163 | 0.15 [ 0.132

0.116 | 0.09 | 0.072 | 0.055 = >

SJ200B 2430 | 0.245 | 0.241 | 0.234 | 0.228 | 0.215 | 0.192 0.17 0.146 | 0.125 | 0.108 | 0.091 | 0.035
SJ250 2450 | 0.284 | 0.275 | 0.264 [ 0252 | 024 | 0216 | 0.195 | 0176 | 0.155 | 0.136 | 0.11 | 0.038
SJ315 | 2420 | 035 | 034 | 033 | 0.318 | 0.302 | 0265 | 0.21 | 0.166 | 0.138 | 0.12 | 0.095 | 0.018
Sound levels are average spherical free field values (for comparative use only). Value at 50% peak pressure.
SJ100A | 026 | 68 | EL21| 34 | 241 98 25 | 210 | 3.0 £62.10
SJ100B | 027 | 60 | EL21| 42 | 241 98 25 | 210 | 3.0 £62.10
SJ125A | 027 | 62 |EL21| 36 | 241 | 123 | 25 | 210 | 35 £63.17
SJ125B | 026 | 58 | EL21| 43 | 241 | 123 | 25 | 210 | 35 £63.17
SJ150 028 | 65 |EL21| 46 | 241 | 148 | 25 | 210 | 35 £65.31
SJ160 028 | 63 [EL21| 49 [ 241 | 158 | 25 [ 210 | 35 £69.60
SJ200A | 032 | 73 | EL21 | 51 335 | 198 25 230 | 45 £100.65
SJ200B | 066 | 154 | EL21| 52 | 335 | 198 | 25 | 230 | 45 £100.65
SJ250 0.82 | 180 | EL21 | 53 335 | 248 25 230 | 55 £117.78
SJ315A | 0.86 | 192 | EL21| 52 | 404 | 313 [ 30 | 295 | 6.0 £158.46
Single phase 220-240V/1Ph/50Hz. Fixed or Variable Speed.

CONITROEEERS;
|Controller | EL21 I Manually adjustable speed controller I £33.70 |

FASIRCLEANVIES

. Used to reduce the motor vibration sound transmitted through the metal duct by replacing a
small section of the duct with a section of vibration-absorbing Neoprene. Fast clamps are

= sold in pairs and for best sound reducticon install one on each side of the fan. Attach the fast
:—_—F clamp to the fan with screws and tape.

dia £ each dia £ each dia £ each

100 £4.77 160 £6.68 315 £9.55

125 £4.77 200 £6.68 400 £11.45

150 £6.68 250 £8.59 500 £14.32

All prices exclude VAT and Delivery. We reserve the right to alter price and specification without prior notice. The Duct Shop - Issue 10
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- WINCHESTER
S/, LONDON We are Suppliers &
Manufacturers of:
¢ Ventilation & Extraction
e Products & Ancillaries

YDiERs Fopp  J13

Directions

- Turn into Chickenhall Lane.

- Take 2nd right into Barton Park
Industrial Estate.

- Go straight ahead, keep the
Estate Office on your left.

- Take 1st Right.

Chickenhall Lane

EOURNEMOUTH
M27

SOUTI-YAMPTON
Abbey Air Systems Ltd, Unit 4D, Barton Park Ind Estate,

"DUCT =
Chickenhall Lane, EASTLEIGH SO50 6RR

(023) 80 611 311 Fax: (023) 80 611 600

E.malil: sales@abbeyairsystems.co.uk




